
Model

Stereo Power 8 Ω

Stereo Power 4 Ω

Stereo Power 2 Ω 

BTL 2 Ω 

BTL 4 Ω vv

Frequency Response

THD+N

S/N Ratio

Slew Ratio

Damping Factor

Crosstalk

Input Impedance

Input Sensitivity

Protect

Heigh

Dimensions

SX800

2 x 800W

2 x 1200 W

2 x 1600 W

2400 W

3200 W

5--50K ± 0.5dB

<0.05%@8 Ω 1/3Po

>103dB

30Vu S

>600

>65dB@8 Ω 1KHz

20K Ω (Balance)/10K Ω (Unbalance)

0.8V/1.6V

Overheat short circuits, DC, limit and--softstart,Output relay-Zero Current Switch, Intellctual Xlip limiter

3U

655 x 590 x 205 mm

SX1300

2 x 1300W

2 x 2000 W

2 x 2600 W

3900 W

5200 W

>103dB

40Vu S

>600

SX1500

2 x 1500W

2 x 2350 W

2 x 3000 W

4500 W

6000 W

>106dB

50Vu S

>600

แอมปคุณภาพสูง 
ใหพลังเสียงทรงประสิทธิภาพ เบสแนน 

กลาง-แหลม เดน    ระบบจายไฟมีความเสถียร
ดวยหมอแปลงเทอรอยดลวดทองแดงแทๆ

ใหคาเฮดรูมสูง  ใชงานตอเนื่องหลายชั่วโมง
เสียงไมตก  พรอมระบบปองกัน

การชอตและลัดวงจรอยางครบครัน

SX SERIES
POWER AMPLIFIER

E-mail : soundbest_899@hotmail.com Facebook : www.facebook.com/pages/sound-best Website : www.soundbestpa.com


